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Model

M102 (5kg..50kg)
ALU, IP66

M105 (2..5kg)
Copper-Beryllium

L—‘-‘* >
9 M104 (0,3..3kg)
ALU, IP66
—

‘g[ s M120(7,5..50kg)
= Copper-Beryllium

M140 (3..100kg)
ALU, P66

“ M160 (15..150kg)
% Ty

} Steealloy IP66

™ \i190a (50..400kg)

~ 8= Nickel-plated steel alloy IP66

—u e S M190i (15..400kg)

e Stainless steel, IP68/IP6IK

R 200 2.3009)

“"-&é" Stainless steel housing

P65
—f M230 (7,5..36kg)
<« ALU, IP66

Capacity in kg

5-8-10-15-20-30-50

0,3-0,6-1,2-3

7,5-10-15-20-30-50

3-5-8-10-15-20-30-50-75-100

15-20-30
50-75-100-150

50-75-120-200-350
250-400

15-20-30-50-75-120-200-350
250-400

2-3-5
7,5-10-15-20-30-50

7,5-12-18-36

Load cells

2017

Last update:

Notes

TC

TC

TC

ATEX
HT
TC
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m M240 (5..35kg)

+7 ALU, IP66

oy
v i _ M250 (37,5..200kg)
4L ALU, IP66

M260 (5..200kg)
; Stainless steel housing
. 1P68

M270 (100..300kg)
ALU, IP66

=y
’ - M300 (5..500kg)
- Stainless steel, IP68/IP69K
M300 (50..250kg) C6

M340 (15..1500kg)
Stainless steel, IP68/IP69K

[ 11350 (300..10000kg)

© 0 Stainless steel, IP68/IP69K

[ M350 (300..5000kg)
- _o‘ -

Stainless steel, IP66

H M350n (300..2000kg)

O
- Nickel-plated steel alloy IP66

-!:'-0 = | M350Ti (300..2000kg)

Stainless steel, IP68/IP69K

_— M350Ta (300..2000kg)
5 O stainless steel, IP66

PP M420 (2,5..30t)

— Stainless steel, IP68

5-7,5-10-15-20-35

37,5-50
75-200

5-7,5-10-15-20-35
50-75-120-200

100-200-300

5-10-20-30-50-75-100
150-200-250-300-500
50-75-100-150-200-250
15-30-50-75-100-150-200-250-300
500-750-1000-1500

300-500-750-1000-1500-2000
3000-5000
7500-10000

300-500-750-1000-1500-2000

3000-5000

300-500-750-1000-1500-2000

300-500-750-1000-1500-2000

300-500-750-1000-1500-2000

2,5-5-10t
20-30t

TC

TC

TC (up to 75kg)

ATEX
HT
TC

ATEX
TC

ATEX
HT
TC

TC

TC

ATEX
HT
TC

TC

ATEX
HT
TC
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M460 (5 .. 100t)

% Stainless steel, IP68
u M490 (40..200t)
il

s ) Nickel-plated steel alloy IP67

=T 1530 (20-25)
e

I—\_ Nickel-plated steel alloy IP66

Q M540 (2..10t)

= Nickel-plated steel alloy IP66

~

: M610 (50..1000kg)
= Nickel-plated steel alloy IP67

M620 (50..6000kg)
Nickel-plated steel alloy IP67

M630 (50..2500kg)
Nickel-plated steel alloy IP67

]4 4

M650 (250..7500kg)
) Stainless steel, IP68

L

M730 ( 30t, 40t)
Stainless steel, IP68

M730D ( 30t, 40t)
Stainless steel, IP68

¥ =

Load cells

5-10-20t ATEX
30-50t HT
75-100t TC

40t HT
50t

100t

150t

200t

20-25t

2-3t
6t
10t

50-100-250-500kg
1000kg

50-100-150-200-300-500-750-1000kg
1500-2000kg
3000-5000-6000kg

50-100kg
250-500-1000kg
2500kg

250-500kg ATEX
1000-2000kg HT
5000kg 7C
7500kg

30t - 40t

30t - 40t
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Model

e
= 34905

RO12x1,75

35902
35902i
35903
35903i
35907
35908

35909
L e e
35910
35910i

35911

Accessories

Last update: February 2017

Description
Accessories for the load cell M300 and M340

Tension acc for M300
Tension acc for M340
Rod ends M12x1,75 (2 units) for M300-340-610-620-650

Base plate for M300 steel zinc-plated

Base plate for M300 stainless steel

Base plate for M340 steel zinc-plated

Base plate for M340 stailnless steel

Silent-block bearing up to 50kg (blue rubber) for M300-340
Silent-block bearing up to 300kg for M300-M340
Silent-block bearing up to 500kg for M300

Silent-block bearing up to 750kg for M340

Mounting kit lift-off prevention for M300
Mounting kit lift-off prevention for M300 in stainless steel

Load foot, selfcentering, for M340-350 (up to 2000kg)
Load foot, stainless steel, M12x1,75 for M340-350 (up to 2000kg)

Accessories for the load cell M350

Mounting kit lift-off prevention for M350 (0,3 .. 2t)

Mounting kit lift-off prevention for M350 (0,3 .. 2t) — stainless steel
Mounting kit lift-off prevention for M350 (3..5t)

Mounting kit lift-off prevention for M350 (3..5t) — stainless steel
Tension acc for M350 (0,3..2t) zinc plated

Tension acc for M350 (3-5t) zinc plated

Silent-block for M350 (0,3..2t) zinc-plated
Silent-block for M350 (0,3..2t) stainless steel
Silent-block for M350 (3-5t) zinc-plated
Silent-block for M350 (3-5t) stainless steel
Base plate for M350 (0,3..2t) zinc-plated
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Accessories

35911i Base plate for M350 (0,3..2t) stainless steel
359012 Base plate for M350 (3..5t) zinc-plated
35912i Base plate for M350 (3..5t) stainless steel
m 35901 Load foot, selfcentering, for M340-350 (up to 2000kg)
- ':E..r‘ FT12i Load foot, stainless steel, M12x1,75 for M340-350 (up to 2000kg)
m 359013 Load foot for M350 (0,3..2t)
-~ - 35913i Load foot for M350 (0,3..2t) stainless steel

m 35916i Adjustable load foot stainless steel for M350T (0,3..2t)
% 35917i Adjustable load foot stainless steel for M350 (3..5t)

Accessories for the load cell M420

42901 Lift-off prevention mounting kit for M420 (2,5..10t)

w 42901i Lift-off prevention mounting kit for M420 (2,5..10t) stainless steel
42902 Lift-off prevention mounting kit for M420 (20-30t)
42902i Lift-off prevention mounting kit for M420 (20-30t) stainless steel

Accessories for the load cell M460

46901 Lift-off prevention mounting kit for silo for M460 (5..20t)

46901i Lift-off prevention mounting kit for silo for M460 (5..20t) stainless steel
46902 Lift-off prevention mounting kit for silo for M460 (30..50t)

46902i Lift-off prevention mounting kit for silo for M460 (30..50t) stainless steel
46903 Lift-off prevention mounting kit for silo for M460 (75..100t)

46903i Lift-off prevention mounting kit for silo for M460 (75..100t) stainless steel

Accessories for the load cell M530

iy
s

110003 Shackle for M530 (20-25t)
108003 Swivel hook for M530 (20-25t)

(A
L
o

Accessories for the load cell M540

110001 Shackle for M540 (2-3t)
549003 Swivel hook with ball bearing for M540 (2-3t)
110002 Shackle for M540 (6t)
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549004
110004
108002

TE10x1,5
TE12x1,75

RO10x1,5
RO12x1,75

TE12x1,75
TE16x2
TE24x2
RO12x1,75
RO16x2
RO24x2

S5il) - .,-:. i
(51 (61

TE8x1,25
i TE12x1,25
TE20x1,5
RO8x1,25
RO12x1,25
RO20x1,5

4

@

TE12x1,75
TE20x1,5
TE24x2
RO12x1,75
RO20x1,5
RO24x2

0] ~
(GX

- 73902

I.\ 73903

. 73903

Accessories

Swivel hook with ball bearing for M540 (6t)
Shackle for M540 (10t)
Swivel hook for M540 (10t)

Accessories for M610

Tension acc kit 2u M10x1,5 for M610
Tension acc kit 2u M12x1,75 for M610-620-650

Rod ends kit 2u M10x1,5 for M610
Rod ends kit 2u M12x1,75 for M300-340-610-620-650

Accessories for M620

Tension acc kit 2u M12x1,75 for M610-620-650
Tension acc kit 2u M16x2 for M620

Tension acc kit 2u M24x2 for M620-650

Rod ends kit 2u M12x1,75 for M300-340-610-620-650
Rod ends kit 2u M16x2 for M620

Rod ends kit 2u M24x2 for M620-650

Accessories for M630

Tension acc kit 2u M8x1,25 for M630
Tension acc kit 2u M12x1,25 for M630
Tension acc kit 2u M20x1,5 for M630-650
Rod ends kit 2u M8x1,25 for M630

Rod ends kit 2u M12x1,25 for M630

Rod ends kit 2u M20x1,5 for M630-650

Accessories for M650

Tension acc kit 2u M12x1,75 for M610-620-650
Tension acc kit 2u M20x1,5 for M630-650

Tension acc kit 2u M24x2 for M620-650

Rod ends kit 2u M12x1,75 for M300-340-610-620-650
Rod ends kit 2u M20x1,5 for M630-650

Rod ends kit 2u M24x2 for M620-650

Accessories for M730 and M730D

Self-aligning for M730 stainless steel 30t
Self-aligning for M730 stainless steel 40t
Self-aligning for M730D stainless stell 30t and 40t
Accessories for M740 and M740D
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74901
74901n
74905
74905n
74902
74903
74904
74911
74912
74907
74908
74909
74910
74914

72903
72906
75903
75905
75906
75906i

Accessories

Self-aligning for M740 stainless steel (15..40t)

Self-aligning for M740 steel — nickel plated (15..40t)
Self-aligning for M740 stainless steel (60t)

Self-aligning for M740 steel — nickel plated (60t)

Upper plate — zinc plated (15..60t)

Base plate — zinc plated (15..60t)

Self-aligning for M740 stainless steel (100..200t)
Self-aligning for M740 stainless steel (400t)

Self-aligning for M740 stainless steel (600t)

Lift-off prevention mounting kit for silo — zinc plated (15..40t)
Lift-off prevention mounting kit for silo — zinc plated (60t)
Lift-off prevention mounting kit for silo — zinc plated (100-200t)
Lift-off prevention mounting kit for silo — zinc plated (400t)
Lift-off prevention mounting kit for silo — zinc plated (600t)

Accessories for M750

Self-aligning ball bearing for M750 up to 30t
Upper plate bearing for M750 up to 30t

Base plate for M750 up to 30t

Self-aligning pivot bearing for M750 up to 30t

Mounting kit lift-off prevention for M750 up to 30t
Mounting kit lift-off prevention for M750 up to 30t — stainless steel

Other accessories

Rubber T-shape for weighbridges (3m long)
Cable armor for 1 cable (1m)

Spare pin for the Acc. 74901
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© Value in Weigh Tech

Electronics

UTILCEL L

LOAD CELLS s

@ Hodnota ve vazici technice

Model

89002
89053
89068
89128
89093
89092
89069
89070
89129
89071

89090
89010
132002

89143

89100

88820
VA0010

Description
Pasive elements

Junction boxes and junction boards
Junction box up to 8 load cells, plastic, hermetic
Junction box up to 4 load cells, plastic, hermetic
Junction box up to 8 load cells, aluminium, hermetic with over-voltage protection
Junction box up to 4 load cells, aluminium, hermetic with over-voltage protection
Junction box up to 4 load cells, aluminium, hermetic, ATEX
Junction box up to 8 load cells , aluminium, hermetic, ATEX
Junction circuit board up to 4 load cells
Junction circuit board up to 8 load cells
Junction circuit board up to 4 load cells, over-voltage protection
Junction circuit board up to 8 load cells, over-votage protection

Digital junction box up to 8 digital load cells

Cables
6x0,25 mm2 load cell shielded cable 6 wires (100m)
6x0,25 mm2 load cell shielded cable 6 wires (1 meter)
6x0,25 mm2 load cell shielded cable 6 wires — armored (1 meter)

Cable for digital load cells M740D (1m)

Other elements
Re-enterable encapsulant for filling Jbox (521 mL)
Cable armor for 1 cable (1m)

Active elements

Analog and digital converters and transmitters

Analog tensometric converter SGA/A (230 VAC)

Analog tensometric converter SGA/D (18/24 VDC)

Accessory for DIN mount of SGA converter

Load cell amplifier and analog converter, with digital /0, programable via PC
Programming lead for the LCD20
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Electronics

——r— 89076 Digital/analog load cell transmitter DAT 400/A — DIN rail
: l=_ 89079 Digital/analog load cell transmitter DAT 500/A — panel
===« DAT100/A Digital/analog load cell transmitter DAT 100/A - DIN rail
89076P Digital load cell transmitter DAT 400/PB — Profibus DP — DIN rail
89076PN Digital load cell transmitter DAT 400/PN — Profinet — DIN rail
89079P Digital load cell transmitter DAT 500/PB — Profibus DP — panel
DAT200 Digital load cell transmitter DAT 200 — Profibus DP — DIN rail
F 89450 Analog/digital load cell fast transmitter SWIFT RAIL RS+A — DIN rail
m 89460 Analog/digital load cell fast transmitter SWIFT PANEL RS+A — panel
89470 Analog/digital load cell fast transmitter without display SWIFT COM AN - DIN rail
89451 Digital load cell fast transmitter SWIFT RAIL RS — DIN rail
89461 Digital load cell fast transmitter SWIFT PANEL RS — panel
89471 Digital load cell fast transmitter without display SWIFT COM RS - DIN rail
89452 Digtal load cell fast transmitter SWIFT RAIL RS Profibus DP — DIN rail
89462 Digital load cell fast transmitter SWIFT PANEL RS Profibus DP — panel
89472 Digital load cell fast transmitter without display SWIFT COM Profibus - DIN rail
1IN 59453 Digital load cell fast transmitter SWIFT RAIL RS Profinet — DIN rail
89463 Digital load cell fast transmitter SWIFT PANEL RS Profinet — panel
89473 Digital load cell fast transmitter without display SWIFT COM Profinet - DIN rail
89454 Digital load cell fast transmitter SWIFT RAIL Ethernet/IP - DIN rail
89464 Digital load cell fast transmitter SWIFT PANEL Ethernet/IP - panel
89458 Mounting box
89469 Flexible cover for front of DAT 400 and SWIFT PANEL - IP65
Z-SG Strain gauge to analog signal and Modbus RTU
Indicators
89350 SMART - basic, stainless steel, connectors, 1x RS-232 TC - all models
89351 SMART IP65 — basic, stainless steel, raccords, 1xRS-232
H 89351Ex SMART IP65 — basic, stainless steel, raccords,1x RS-232, ATEX ATEX
I\ sosss SMART ABS- basic, ABS, connectors, 1x RS-232
‘?u = 89354 SMART MULTI1 —d i/o, stainless steel,connectors, 2xRS-232
89355 SMART MULTI1 IP65 — d i/o, stainless steel, raccords, 2x RS-232
89355Ex SMART MULTI1 IP65 — d i/o, stailess steel, raccords, 2x RS-232, ATEX ATEX
89356 SMART MULTI2 —d i/o, ao, stailess steel, connectors, 2xRS-232
89357 SMART MULTI2 IP65 -d i/o, ao, stailness steel, raccords, 2x RS-232
89357Ex SMART MULTI2 IP65 — d i/o, ao, stainless steel, raccords, 2x RS-232, ATEX ATEX
89319 Accessory 4 output relays / 4 inputs
89370 Time board accessory for SMART basic
@ 89400 MATRIX |l for analog load cells TC
"‘: 89400D MATRIX 1D for digital load cells TC
89401 Interface analog scale for MATRIX I
89402 Interface digital scale for MATRIX |1
89406 Accessory 8 digital inputs/outputs module for MATRIX II
89407 Analog output module for MATRIX I
89404 Opto-isolated expansion card RS-232 for MATRIX |1
89405 Opto-isolated expansion card RS-485 for MATRIX |1
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MC-302/A
MC302DIO
MC302PB
MC302PN

MC-S 311
MC-S 312

1020
1020SS

FLEX-2100
FLEX-2100SS

T24-ACM-SA
T24-ACMi-SA
T24-HS
T24-HR
T24-Bsi
T24-Bsu
T24-Bsue
T24-GW1
T24-SO
HSP-200
Z-KEY-0
Z-PC-DINAL2-17,5

89316
RD-120
RD-120i
WA1 MINI

Electronics

Multicomponent dosing unit MC-302

Expansion module 8 digital inputs/outputs for MC-302
Accessory module Profibus DP for MC-302
Accessory module Profinet for MC-302

Two channel indicator for ATEX area zone 1,21

Two channel indicator with function option for ATEX area zone 1,21
+ EX power supply 100-240 VAC

+ analog output

+ stainless steel bracket for wall mount

+ battery box (rechargeable batterry and battery charger)

Universal indicator, 3 d/i, 4 d/o color LDC display

Universal indicator, 3 d/i, 4 d/o, stainless steel enclosure P65, color LCD display
+ analog output for 1020

+ RS-232/422/CAN

+ Profibus DP

Controller FLEX-2100 with 8DI1/8DO

Controller FLEX-2100 with 8DI/8DO, Stainless steel cases IP65
+ analog output for Flex-2100

+ Profibus DP

Telemetry and data converters

(complete price offer for telemetry to be available on request)
Wireless sensor transmitter for load cells IP65 enclosure (2xDD)
Wireless sensor transmitter for load cells (2xAA)
Wireless portable display receiver for single wireless transmitters
Wireless portable display receiver for unlimited inputs
Wireless telemetry base station - USB, RS-485, RS-232
Wireless telemetry base station — USB
Wireless telemetry base station — USB, IP67
Wirelss telemtry Modbus gateway
Wireless receiver with data port for display or printer
Data modem for serial port RS-232/485/422, industrial version DIN rail
Industrial gateway Ethernet — serial
DIN rail bus systém head terminal + 2 slots 17,5 mm

Remote displays, printers, power supplies

Remote display RD60 for indicators SMART and MATRIX Il — LED 57 mm, stainless steel

Remote display for all indicators, LED 120mm, painted steel, IP65
Remote display for all indicators, LED 120mm, stainless steel, IP65
Remote display for all indicators, LED 60 mm, polycarbonate, IP66
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KAFKA-1
TPSL
S401
VISUALA1
VISUAL2
VISUAL3

VISUAL4
DR-15-24

DSCUSB
LCS01
M1006
AKT1006
CUSB-232
CUSB-485
SDR2-CF

D1063S
D1064S
PPC1092
PPC1090
PSD1000
ALAS

»
A

automatyka

Electronics

Desktop serial thermal ticket printer KAFKA (40/80 col.) width of paper 112 mm

Thermal paper for the KAFKA printer (width of paper 112 mm)
Modbus RTU indicator with OLED 2,7" display

Touchscreen 4,3, TFT colour, Modbus RTU

Touchscreen 7, TFT colour, Modbus RTU

Touchscreen 4,3, TFT colour, Modbus RTU/TCP-IP
Touchscreen 7, TFT colour, Modbus RTU/TCP-IP

Switching power supply 24VDC/15W

Testing and development tools

Strain gauge to USB converter

Load cel simulator LCS01

Load cell tester and calibrator LC Mod. 1006

Activation for storage of up to 100 measurements of the LC Mod. 1006
Converter USB-RS-232

Converter USB-RS-485

Data Logger DataBridge — logging unit to CF card

ATEX

Load cell isolating repeater

Load cel isolating converter (analog + Modbus RTU)
Adapter configurator for the D1064S via PC

Pocket portable configurator for the D1064S

Universal AC input 24V-500mA Switching power supply
Load cell converter to 4-20 mA (ATEX zones 0,1 and 2)

Prices are unitary, without VAT, in EUR.
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